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FILTER FABRIC WITH SUPPORTING FRAME
THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE INLET DRAINS A RELATIVELY
FLAT AREA (SLOPE NO GREATER THAN 5%) AND SHALL NOT APPLY TO INLETS RECEIVING
CONCENTRATED FLOWS, SUCH AS IN STREET OR HIGHWAY MEDIANS. AS SHOWN IN DETAIL, TYPE
C SILT FENCE SUPPORTED BY STEEL POSTS SHALL BE USED. THE STAKES SHALL BE SPACED
EVENLY AROUND THE PERIMETER OF THE INLET A MAXIMUM OF 3 FEET APART, AND SECURELY
DRIVEN IN TO THE GROUND, APPORIMATELY 18 INCHES DEEP. THE FABRIC SHALL BE
ENTRENCHED 12 INCHES AND BACKFILLED WITH WITH CRUSHED STONE OR COMPACTED SOIL.
FABRIC AND WIRE SHALL BE SECURELY FASTENED TO THE POSTS, AND FABRIC ENDS MUST BE
OVERLAPPED A MINIMUN OF 18 INCHES OR WRAPPPED TOGETHER AROUND A POST TO PROVIDE
A CONTINUOUS

FABRIC BARRIER AROUND THE INLET.
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THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.
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